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(b) A new, unused hose, and a hose
that has been cleaned and is gas free, is
exempt from the requirements of para-
graph (a) of this section.

[CGD 93–056, 61 FR 41459, Aug. 8, 1996]

§ 154.525 Monitoring devices.
The COTP may require the facility to

install monitoring devices if the instal-
lation of monitoring devices at the fa-
cility would significantly limit the size
of a discharge of oil or hazardous mate-
rial and either:

(a) The environmental sensitivity of
the area requires added protection;

(b) The products transferred at the
facility pose a significant threat to the
environment; or

(c) The size or complexity of the
transfer operation poses a significant
potential for a discharge of oil or haz-
ardous material.

[CGD 75–124, 45 FR 7172, Jan. 31, 1980, as
amended by CGD 86–034, 55 FR 36253, Sept. 4,
1990]

§ 154.530 Small discharge containment.
(a) Except as provided in paragraphs

(c), (d), and (e) of this section, each fa-
cility to which this part applies must
have fixed catchments, curbing, or
other fixed means to contain oil or haz-
ardous material discharged in at
least—

(1) Each hose handling and loading
arm area (that area on the facility that
is within the area traversed by the free
end of the hose or loading arm when
moved from its normal stowed or idle
position into a position for connec-
tion);

(2) Each hose connection manifold
area; and

(3) Under each hose connection that
will be coupled or uncoupled as part of
the transfer operation during coupling,
uncoupling, and transfer.

(b) The discharge containment means
required by paragraph (a) of this sec-
tion must have a capacity of at least:

(1) Two barrels if it serves one or
more hoses of 6-inch inside diameter or
smaller, or loading arms of 6-inch
nominal pipe size diameter or smaller;

(2) Three barrels if it serves one or
more hoses with an inside diameter of
more than 6-inches, but less than 12
inches, or loading arms with a nominal

pipe size diameter of more than 6
inches, but less than 12 inches; or

(3) Four barrels if it serves one or
more hoses of 12-inch inside diameter
or larger, or loading arms of 12-inch
nominal pipe size diameter or larger.

(c) The facility may use portable
means of not less than 1⁄2 barrel capac-
ity each to meet the requirements of
paragraph (a) of this section for part or
all of the facility if the COTP finds
that fixed means to contain oil or haz-
ardous material discharges are not fea-
sible.

(d) A mobile facility may have port-
able means of not less than five gallons
capacity to meet the requirements of
paragraph (a) of this section.

(e) Fixed or portable containment
may be used to meet the requirements
of paragraph (a)(3) of this section.

[CGD 75–124, 45 FR 7172, Jan. 31, 1980, as
amended by CGD 86–034, 55 FR 36253, Sept. 4,
1990; CGD 93–056, 61 FR 41460, Aug. 8, 1996]

§ 154.540 Discharge removal.
Each facility to which this part ap-

plies must have a means to safely re-
move discharged oil or hazardous mate-
rial, within one hour of completion of
the transfer, from the containment re-
quired by § 154.530 of this part without
discharging the oil or hazardous mate-
rial into the water.

[CGD 93–056, 61 FR 41460, Aug. 8, 1996]

§ 154.545 Discharge containment
equipment.

(a) Each facility must have ready ac-
cess to enough containment material
and equipment to contain any oil or
hazardous material discharged on the
water from operations at that facility.

(b) For the purpose of this section,
‘‘access’’ may be by direct ownership,
joint ownership, cooperative venture,
or contractual agreement.

(c) Each facility must establish time
limits, subject to approval by the
COTP, for deployment of the contain-
ment material and equipment required
by paragraph (a) of this section consid-
ering:

(1) Oil or hazardous material han-
dling rates;

(2) Oil or hazardous material capac-
ity susceptible to being spilled;

(3) Frequency of facility operations;
(4) Tidal and current conditions;
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